Specifications
Item ‘CE6000-40 CE6000-60 CE6000-120 'CE6000-120-AMO
cPU 32 CPU
Configuration Gt oling type
Orive method Digital servo drive
Maximun cutting area (W x L) 375 mm x50 m *! 603 mm x50 m ! 1213 mm x50 m **
Cutting area of guaranteed accuracy (W xL) 356 mmx2m*’ 584 mmx2m*! 1194 mmx2m*!
(when using the basket) (584 mm x5 m) (1194 mm x 5 m) !
Mountable media widin 484 mm Niax. 712 mm Max. 1346 mm
Min, 50 mm Min. 50 mm Min. 120 mm
2rollers 2 rollrs 3rollers: [ 4 rollers

Number of push rollers

Maximum cutting spes 600 mmis (Al drections) 900 mms at 45° direction) 1000 mms (at 45" directon)

Maximum acceleration 21.2 mis? (at 45° direction) 13.9 mis? (at 45° direction)
cutting force 294N (300 gf) in 31 steps [4.41 N (450 gf) in 36 steps 441N (450 gf) in 38 steps.

Instantansous max. force (un guarantoed) | 3.2N (330 gf) [49N 00 g1 29N (500 gf)

Minimum character size ‘Approx. 5 mm alphanumeric (varies depending on character font and type of media)

Mechanical resolution 0,005 mm

GP-GL:0.1/0.05/0.025/0.01 mm, HP-GL™: 0,025 mm

Repeatabilly Max. 0.1 mm in plot up 02 m *1

Mountable number of tools 1 tool

Blade type Superstee!

Pen type. Oibased ballpoint, Water-based fire-tip pen

r— Self-adhesive marking fim (vinyl, fluorescent, reflective) exc\uam,g high-intensity reflective fim, up 10 0.25 mm thickness.

Polyester fim, up to 0.25mm thickness (un guaranteed accuracy

Perforation cutting

Yes (performed by force control)

RS-232C, USB20 (Full Speed)
2m8

‘GP-GL/ HP-GL™ emulation (Set by the menu or the command, and selects from GP-GL, HP-GL™", or Auto detect)

Display ‘Graphic type LCD with backlight (240dots x 128dots), supports 10 languages
ystem Scans the mark by optical sensor (ARMS5.0), Segment 4-points axis ali 1, Auto mark detect

Pover source 10010 120, 200 to 240 V AC (Auto switch), 50/ 60 Hz

Power consumplion 120VA

Operating environment

10103 °C, 3510 75 % R.H. (non-condensing)

Guaranteed accuracy environment

161032 °C, 35 10 70 % RH. (non-condensing)

External dimensions (W x D x H)

Weight

‘Aopro 672 338 x266 mm ‘Aoprox 900 x 593 x 1046 m Approx. 1541 x 736 x 1250 mm
Approx 21kg Approx. 405 kg
Approx. 105 kg (including siand 8.1 kg) (including stand 164 kg)

Included software -2
Compatible 0S *2

Windows Driver, Graphlec Sludio, Culling Master 3, Plotier Conlrolier
Windows 8/8 Pro /7 (excluding Starter and Home basic) / Vista / XP, Mac OS 10.5.8 10 10.8

[ safety UL, CE mark
[ Emc VCCI Class A, FCC Class A, EN55022 Class A
1: Operaled with media . the basket is used.
*2: For moro inf bout the OS or ploase check the Graph Graphec

[opions i Standard accessories

Item Part No. Description Item Qty | Description
Stand ST0100 ‘Stand for CE6000-60 Power cord 1| The type of cord varies by destination
Basket PGO100 Bastet for CE6000-60 Cutting blade holder 1| PHP33-CBOSN-HS for CB09 series cutling blads.
PGOT01 Baskel for CE6000-120/120-AMO Culling blade 1| CBOSUB, 0.9mm dia. superstee blade
Separate cutter 1| Cutter o cut off media manually
Fibre-tp pen holder 1| PHPA1-FIBER for KF700 series fbre-p pen
Supplies 1| KFT00-BK (black ink)
liem Part No. Description Package 1| A3 size, 1 sheetipack for CEG000-80
Culing blade holder | PHP33-CBO9N-HS | For 0.8mim dia. blado (CB0SU scrics) | 1 stpack Tray for roll mediastock | 1 | For CE6000-40, 60°3
PHP33-CBISN-HS | For 1.5mm dia. blade (CB15U series) | 1 seUpack Stand 1| For CE6000-60°F, CE6000-120/120-AMO
Cufting blade CBOSUB-5 0.9mm dia. supersteel blade 5 bladesipack USB cable 1| USB cable, 2.9m long
CBUSUB-K60-5 0.8mm dia.for cuting thin firm 5 bladosipack DVD-ROM 1| User manual, Windows driver, Softwaro (Plottor
CB1BUS T Smm din. 3 bladesipack Controler, Cuting Master 3, Graphtec Studio)
CB15UB-2 1.5mm dia. for cuting small character _| 2 bladesipack 3:Inthe CE6000-60, eifher I roll media stock tray o the stand will be incuded
Waler-baced fier-lp pen] KF700-BK Black colour pen 10 pensipack depending on the order
KF700-RD Red colour pen 10 pensipack
KF700-BL Blue colour pen 10 pensipack
Fiber-tip pen holder PHP31-FIBER For KF700 series 1 setipack
Oirbased balpoint pen | KB700-BK Black colour pen 10 pensipack
Ballpoint pen holder | PHP34-BALL For KB700 series. 1 setlpack
Carrier sheel CR09300-A3 A3 size, for no iner ype media 2 shoalsipack
Cuting mat CE6-CM40-2 For CE6000-40 2 matsipack
CEs-OM60-2 For CE6000-60 2 mats/pack
CES-OM1202 For CE6000-120 2 matsipack

Brand names and product names listed in this brochure are the trademarks o registered trademarks of their respective owners.
Specifications are subject to change without notice.
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GRAPHTEC

40/60/120/120-AMO

series

High Quality, High Reliability
Easy to operate, no experience required.
Setting new industry standards for it's class

) Family of four models in three sizes to match all requirements
W New ARMS 5.0 for improved Print & Cut
) Increased cutting force 4.41 N (450 gf) *

W Rugged design with new features for reliable long-length tracking
) Large graphic type LCD with support for 10 languages
M Switchable operation modes (Simple/Normal) for ease of use

A Includes high quality application software
(Graphtec Studio and Cutting Master 3)

*In the CEB000-60/120/120-AMO.

CE6000-120
CEB000-120-AMO

CEB000-60
CEB000-40

www.graphteccorp.com



Reliable cutting quality

Enhanced functions for higher productivity

Intuitive operation, easy tg
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series

Improved ARMS 5.0 for high precision cutting

ARMS

4-point axis alignment

This feaure compensates for any distortion on
d bealing algorithms.
Yo-2xis correction is Grephteo's proprietary
technology) ! curate registration
o proves e S1AbIty s ity of P & Gt
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Data  Disteried sraphics
in printing

Auto mark detection TED
The first registration mark s automatically
detected within a wide search area: this eliminates
ine necd to menually move ine sensor near ine
registration mark positio s are
automatically located uluch uw)raw Ah\\ operaticn
of the registration mark searching.

(‘Expanding search area (x4 wider)

Reliable long length tracking

The new media stocker ensures a more
stable media feed
A brake system is built in to prevent
uncontrolled roll media unwinding. It
s the correct loading of heavy
roll modia
On the CE6000-120/120-AMO, th
pressure of the centre push roller has
two settings to suit all media. It
mvemr media lifting without leaving &
rk on the media and provides
for e long-length cutting

e optional basket improves
long-length cutting even further.

Wider range of applications due to increased cutting
force of 4.9 N (500 gf)*

Supports down force of 4.9 N (500 gf)* when the blade is down. Increases the
range of media that can be out.

* Guarantaed maximum cutting forc s 441 N (450 ) on CES000-6

Supports

perforation cutting Q..
Perforation cutting s per
controling the ou
of blade up/do
increasing throughput
perfect for cutling sep
for tearing out labels. fold lines for
POP signs, and others.

0/120/120-AMO.
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Decut Decut

Media brake on the media stocker

Automatic paneling @&
Auto-pan feature that

automatically splits long-length
jobs into smaller pages that are
cut sequentially but without any

§ Feedlonstn

long-length finished job. Media
movement is limited to the

smaller page being cut, imoroving -
accuracy and tracking

Feed length in each page

Switching tho pressure of the push rollr
E6000-120/120-AN

asket (Option) for 60,120,120-AMO

New large LCD for easy menu settings

Settings of the CEBO0O can be easily
et up using the large LCD (240 x 128

Easier to cut in simple operation mode &

wo set Up menus.
ure available and can

Simple and Normal
chosen by

Displayed menu in Simple moy

dots] and tactile control panel. It is t-e operator as desired. In the Simple
icon driven and can be set up in 10 uperation mode. selecting the type of
- languages. ~edia also sets the necessary cutting
conditions.
= i simole mode:Basic menus to ensure easy
etyng men | Setng e, | Sty mer aperation are disols
AT Normal mode: Menus for setting of al the
functions are displaye
Auto-detect command set feature Savmg cutting conditions
Supports auto-detection function or changing the command set automatically. 8 separato sutting conditons or diferent media tydes oan bo set and storsd on
Multiple applications can be used without the types of comman the GEGOG, making awiichig betwoeon madi (yo0s cacy
used in each application
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Improved application

Plug-in software for lllustrator & CorelDRAW

Plue-in software sends 1
or or ¢
ed to © ‘mmnnu:h "

such as
tiling
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V Mumo\e marks compensation

nen the design s printed in the matrix
copy Tunetion the scion of rea ing the marks and
conlour cutting is repeated in each copy. It can
significantly improve productivity for Print and Cut
* This function is available when the Graphtec
Studio or tne Cutting Master 3 software o

V Sesment area compensation
The 4-point axis alignment i< performed for
saoh segmented area this is performed by reading
the mark in t edia feeding
direction and provide high-precision alignment in
the Print & Cut of long-lengths.
This function is available when the Graphtec
Studio or he Cutting Master 3 software is used

Auto sensitivity adjust TG
The sensitivity of the registration mark
sensor is automatically set by measuring the
reflsctive eval of the mark and the backaround
det
L Tessonable

nd. For example, a
tected on a coloured

white mark can also be
background.

L

software is included

Design ap;

\dvanced Registration ark Sensing System
r( Expanded effective
) cutting area @@
The new ffth seneration ARMS system expands
ihe cuting area 1o nsluse outsige of (o area
enclosed by ihe resisiration marks. This noreases
o produchon aficiancy by foduGng med waslo
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Vd Copy with ARMS CED

The COPY key has now been added to
the control panel to allow fast access for making
multiple copies of the downloaded data. It also
supports the cutting data including the ARMS
Sontrol command for pracessing multole sheots
without a PC.

Supports ARMS commands

&l command for controlling the
MS) is also

be set from the PC using the software,

” Cutting Master 3
Plotter Controller

Cutting Master 2
Graphtec Studio




